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GATE VALVE WITH SAMPLE TAPS FOR STREAM CROSSING 

(NOT TO SCALE)

EWW - CD - 019

GRAVEL FILL LINE
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SUPPORTS

CORRUGATED HDPE PIPE -

SMOOTH INTERIOR, MINIMUM 18"

INSIDE DIAMETER X 48" DEEP

CAST IRON METER PIT LID WITH WELL INSULATED

UNDERSIDE. LID SHALL BE STAMPED "WATER."
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2 - DUAL CHECK VALVE

(F.I.P. X F.I.P., ASSE

APPROVED)

240 West 12th Street
ERIE WATER WORKS

Erie,  PA  16501
engineeringservices@eriewaterworks.org 

REFER TO EWW-CD-001 FOR

CURB BOX AND ROD DETAIL

2'x2'x1' #57 COARSE

AGGREGATE

COVERED WITH 8-MIL

POLYETHYLENE ON

TOP AND ALL SIDES

EXCEPT BOTTOM

2 - 3/4" (F.I.P. x M.I.P., 1/4-TURN

BALL VALVE), MUELLER MODEL #

B-202242N OR APPROVED EQUAL

#57 COARSE

AGGREGATE

2- 3/4" TAPS

INSTALLED 3' TO

EITHER SIDE OF

THE GATE VALVE

PER EWW-CD-001.

GATE VALVE AND

VALVE BOX

INSTALLED PER

EWW-CD-009

2- 3/4" CURB STOP WITH

STOP-AND-WASTE AND

FLARED CONNECTIONS

(1/4-TURN BALL VALVE),

FORD MODEL # B22-333SWNL

OR APPROVED EQUAL

NOTES:

1. ALL PIPES, FITTINGS, AND FIXTURES IN CONTACT WITH POTABLE WATER SHALL BE LEAD FREE

PER THE REDUCTION OF LEAD IN DRINKING WATER ACT AND NSF/ANSI STANDARD 61 (NSF-61).

LEAD FREE IS DEFINED AS CONTAINING NOT MORE THAN A WEIGHTED AVERAGE OF 0.25 PERCENT

LEAD WHEN USED WITH RESPECT TO THE WETTED SURFACES OF PIPES, PIPE FITTINGS,

PLUMBING FITTINGS, AND FIXTURES.

2. ALL MATERIALS FURNISHED AND INSTALLED MUST COMPLY WITH THE PENNSYLVANIA STEEL

PRODUCTS PROCUREMENT ACT.

3. ANY MODIFICATION MUST BE APPROVED BY THE EWW ENGINEERING DEPARTMENT IN ADVANCE.

2 - STRAIGHT SERVICE  FITTING

(M.I.P. X FLARE), MUELLER MODEL

# H15425N OR APPROVED EQUAL


	Sheets and Views
	Model


